m LiteN'Less Classic Il 718 with Edge Stone Edge Detail

Vegetation-free zone

300 - 600 mm ( typ.) NL200 Edging

( Perforated )

25 - 40 mm dia.
Stone ballast

Wind Protect Plate

Roof Structure

NL718 Sedum Blanket 20 mm
NL512 Retention Fleece 8 mm
NL512 Retention Fleece 8 mm

Stone Ballast ( by others )

Insulation ( by others )

/ NL120 Root Barrier 0.5 mm

Protected membrane roof
assembly-Roofing membrane
below insulation ( See
architectural drawings)

@ Protected Membrane Roof

300 - 600 mm ( typ.)

Vegetation-free zone

Roof Structure

Roof Structure

|

NL718 Sedum Blanket 20 mm
NL512 Retention Fleece 8 mm
NL512 Retention Fleece 8 mm
Stone Ballast ( by others )

Insulation ( by others )

NL120 Root Barrier 0.5 mm

Protected membrane roof
assembly-Roofing membrane
below insulation ( See
architectural drawings)

m LiteN'Less Classic Il 718 with Edge Drain Detail

@ Protected Membrane Roof

Wind Protect Plate

NL200 Edging
( Perforated )

300 - 600 mm ( typ.)

NL718 Sedum Blanket 20 mm

NL512 Retention Fleece 8 mm
NL512 Retention Fleece 8 mm

Stone Ballast ( by others )

Insulation ( by others )

/ NL120 Root Barrier 0.5 mm

Protected membrane roof

Roof Structure

assembly-Roofing membrane
below insulation ( See
architectural drawings)

m LiteN'Less Classic Il 718 with Edge Paver Edge Detail

@ Protected Membrane Roof

Vegetation-free zone
150 - 300 mm ( typ.)

Vegetation-free zone
150 - 300 mm ( typ.)

NL718 Sedum Blanket 20 mm
NL512 Retention Fleece 8 mm
NL512 Retention Fleece 8 mm
Stone Ballast ( by others )

Insulation ( by others )

NL120 Root Barrier 0.5 mm

Protected membrane roof

Roof Structure Roof Structure

assembly-Roofing membrane
below insulation ( See
architectural drawings)

m LiteN'Less Classic Il 718 with Edge Penetration Detail

@ Protected Membrane Roof
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